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FACE BRICK PLINTH
TO 3 COURSES ABOVE
FFL AS PER SPEC

9080

FACE BRICK WALL FEATURE
7O U/SIDE OF ROOF COV.
TIED TO EXT. WALL

AS PER ENGINEER

EXTERNAL ACCENT
COLOUR PLASTER &
PAINT AS PER SPEC.

S0mm ¢ WASTE WATER PIPES

SEWER FALL TO
1

60 MIN AND 1

BE
40 MAX

2230

Mﬂo 3000 ﬁo
11

1270 1825
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NOTE:

—— = EXPANSION JOINT.
APPLICABLE FOR HOUSE
WITH RAFT FOUNDATION.
TO BE CONFIRMED BY
ENGINEER.

JOINTS ONLY APPLICABLE
FOR “H” TYPE SOIL
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ASTER BAND

-lwﬂm Pl

PLASTER & PAINT

AS PER SPEC

JSNGL

(D) ELEVATION 1100

CONCRETE ROOF TILES

ROOF ﬂmcwwqu

RIDGE CAP

ROOF TO ENG. SPEC

ROOF FIXING AS
PER ENGINEER’S
DETAIL

I

REINFORCED CONCRETE FOUNDATION
AS PER ENGINEER’S DESIGN

SECTION A-A  SCALE 1100

PLINTH TO BE SEMI-FACE

BRICK AS PER SPEC

AS PER SABS 0254/2000

PAINT BAND ABOVE
LINTOL HT AROUND HS
AS PER SPEC

CONC. AIRBRICKS FITTED
OVER ALL INT. BTH DRS
& BTH EXT. WINDOWS
INCUDING KITCH WINDOW
AS PER SPEC.

DRY RIDGING AS
PER SPECIALIST

INTERNAL ACCENT
COLOUR PLASTER &
PAINT AS PER SPEC.

BRICK FEATURE WALL
PAINTED WITH ACCENT
COLOUR AS PER SPEC.

IBE ROOF SHEETING ON
LIPCHANNEL AS PER SPECIALIST

LIPCHANNEL AS

PER SPEC

NGL

CARPORT

AS PER
SPECIALIST

NGL

L

_||__

75%x75 SQUARE TUBING
ON CONC FOOTING AS PER ENG

SECTION B-B SCALE 14100
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WARM WATER INSTALLATION
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1 1
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1800mm HIGH PRE-CAST WALL

IBR ROOF SHEETING

NO LIPCHANNEL, HEIGHT TO
BE DETERMINED ON SITE
AS PER SPECIALIST

GUTTER & DOWNPIPE
AS PER SPECIALIST

NGL

75%x75 SQUARE TUBING

ELEVATION 1100

1200 1200 1200

Lk L L )
1 1 Pre-dasT 1
CONC. POSTS

| PRE -C, b}@._.
QH_ZO PANELS

Zm_n

1800

-1 -1
PRE-CAST WALL FOUNDATIONS
AS PER SPECIALIST AS PER SPECIALIST

TYPICAL PRE-CAST ELEVATION 1100

-3

NO OBSTRUCTIONS
TO DRIVEWAY

NO PART OF BUILDING
TO ENCROACH OVER
BOUNDARY LINE

SCALE 1:500

WALLPLATE
CEILING

CORNICE

MIN. 340
B.COURSE

Tooamﬂ wﬂ —Y T |CLASSIFICATION AS PER SPECIALIST
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A 2.4m P/CAST AWNING
150mm OVER HANG a
WITH DRIP DETAIL
Nm_wm Am._o ﬁ m 1545 m% &MOOHO @ AS PER ENG.
_omm_ L 2e05 | | 1130 0l CARPORT PLAN SCALE 14100 SITE PLAN
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1 A K
PLAN SCALE 1100
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QUANTITY TOTAL 1 TOTAL 4 TOTAL 1 TOTAL 1 TOTAL 1 TOTAL 4
WINDOW AREA 3.15sqm 1.08sqm 0.45sqm 0.36sqm 813 x 2032 MERANTI 813 x 2032 MERANTI
WINDOW FINISH SINGLE CLEAR/AL. FRAME SINGLE CLEAR/AL. FRAME SINGLE CLEAR/AL. FRAME SINGLE OBSCURE/AL. FRAME HORIZONTAL SLATS SUPPLIED FLUSH PANEL IN
WINDOW TYPE SL DR 1800 PTT912 PT153 PT66 WITH FLUSH / OPEN BACK HOLLOW CORE
SILL TYPE NO SILL PLASTER SILL PLASTER SILL PLASTER SILL
GLAZING TO COMPLY TO NBR PART "N” | TO COMPLY TO NBR PART "N” | TO COMPLY TO NBR PART "N” | TO COMPLY TO NBR PART "N"

NOTE:
= 1.8m MAINTENANCE
& FREE PRECAST WALL
- ALL AROUND BOUNDARY
FGL WITH 3,0m WIDE GATE.
FOUNDATIONS

AS PER SPECIALIST

TYPICAL PRE-CAST SECTION 1100

ROOF TRUSSES
CONCRETE ROOF TILES

2x Y6 BARS IN
1ST 3 COURSES
AS PER ENG.

WATERPROOF
SEALANT
AS PER ENG.

T/

DPC

FLAT COPING

WEATHER
DRIP

DETAILL A SCALE 120

NOTES

THE DEVELOPER RESERVES THE RIGHT TO

ADAPT AND ADJUST ALL LEVELS ON SITE
. ALL DIMENSIONS MUST BE VERIFIED
. ALL GLAZING TO COMPLY WITH NBR PART N.
. D.P.CUNDER ALL WINDOWS, WALLS & FLOORS
ALL TO COMPLY WITH NBR. AND THE
MUNICIPALITY BY-LAWS
. ALL MATERIALS TO MANUFACTURERS SPEC'S & ALL
FINISHES IN ACCORDANCE WITH DEVELOPERS SPEC.
PLAN TO BE CHECKED BY DEVELOPER PRIOR TO
CITY COUNCIL SUBMISSION AND CONSTRUCTION
ANY DISCREPANCIES TO BE BROUGHT TO THE
AUTHOR’S NOTICE

ROOF CONSTRUCTION
CONCRETE ROOF TILES (ROOF COVERING TYPE B)ON

38X38mm BATTERN (BATTERNS TO BE C TO C 320mm
TO MANUFACTURERS SPACING ON 114X38mm RAFTERS,
PREFABRICATED GRD S TIMBER TRUSSES TO
SABS0160 & SABSI36 AT 760mm MAX SPACING ON
76X38mm WALL PLATES. ROOF TRUSSES TO BE TIED
WITH 2 X 2.4mm GALVANISED WIRE, 300mm DEEP.
VALLEYS TO BE MITERED WITH GALVANISED

SHEET METAL,WITH FLASHINGS VALLEY

GUTTER UNDERNEATH., RIDGES & HIPS TO COMPRISE
OF STANDARD RIDGE TILE BEDDED WITH NO MOTAR.
ALL TO BE SPECIFIED AND CONFIRMED BY ENGINEER.
9. 100X75mm GUTTERS AND 75¢ DP’S.

CHROMADEK STEEL GUTTERS & DOWN PIPES

10.CEILING BOARD CEILING ON 38X38mm BRANDERING.
DRAINAGE

11.IE'S TO ALL BENDS, JUNCTIONS & CHANGE OF
DIRECTION LAST TO HAVE MARKED GROUND COVERS
12.ALL DRAINS TO COMPLY WITH NBR TINGS
A>Oomwwerm FOR REPAIR AND MAINTENANCE)

14 WASTE PIPES EXCEEDING 6m TO BE VENTED
1S.GRADIENT OF DRAINS TO BE 1:60 FALL_MINIMUM

TO 1:40 MAXIMUM, INVERT LEVEL TO BE 450mm
16,ALL TRAPS TO WASTE FITTINGS ON A ONE PIPE
SYSTEM TO BE FITTED WITH VENT VALVE'S

~ o UurwWMN =

SP - 110¢ HDP PIPE
WP - 509 WASTE WATER PIPE
VENT - 1106 2 WAY VENT VALVE

WINDOWS AND DOORS
17.STANDARD RESIDENTIAL WINDOW FRAMES.
ALL DOORS & LOCKS TO SPEC.

ELECTRICAL
WATERTIGHT LIGHT _Hr STOVE 1100mm ISOLATOR

W/TIGHT R/DOWNLIGHTER [> DATA/TV COND. PT
RECESSED D/LIGHTERS [~ DISTRIBUTION BOARD
350mm SINGLE PLUG PT ® S amp LIGHT SWITCH
350mm DOUBLE PLUG PT d 1100mm DOUBLE PLUG PT

NET FLOOR AREA : 43.83sqm
GLAZING AREA:

PT66 — 0.600 x 0.600 =036 x 1

PT153 - 1.500 x 0.300  =0.45 x 1

PTT912 — 0.900 x 1.200 = 1.08 x 4

SD 1500 — 1.500 x 2.100 = 3.15 x 1
= 8.28

828 + 43.83sqm = 18.89% (>15.00%)

central

NBR AND BUILDING STANDARDS AMENDMENTS ACT, 1995

SECTION 14 (2A)

AS OWNER/AUTHORISED REPRESENTATIVE
ACCEPT THE FOLLOWING CONDITIONS:
THE DESIGNER OF TIMBER ROOF STRUCTURE SHALL SUBMIT
A CERTIFICATE TO COUNCIL INDICATING THAT SUCH SYSTEM
HAS BEEN DESIGNED AND ERECTED IN ACCORDANCE WITH
THE APPLICATION IN RESPECT OF WHICH APPROVAL WAS
GRANTED IN TERMS OF SECTION 7.
A CLEARANCE CERTIFICATE WILL BE SUBMITTED BY THE
DESIGNER PRIOR TO THE ISSUE OF AN OCCUPANCY
CERTIFICATE.

SIGNED DATE
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