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NOTES

1. THE DEVELOPER RESERVES THE RIGHT TO

ADAPT AND ADJUST ALL LEVELS ON SITE

ALL DIMENSIONS MUST BE VERIFIED

. ALL GLAZING TO COMPLY WITH NBR PART N.
D.P.CUNDER ALL WINDOWS, WALLS & FLOORS

ALL TO COMPLY WITH NBR. AND THE
MUNICIPALITY BY-LAWS

. ALL MATERIALS TO MANUFACTURERS SPEC'S & ALL
FINISHES IN ACCORDANCE WITH DEVELOPERS SPEC.
PLAN TO BE CHECKED BY DEVELOPER PRIOR TO
CITY COUNCIL SUBMISSION AND CONSTRUCTION
ANY DISCREPANCIES TO BE BROUGHT TO THE
AUTHOR’S NOTICE

ROOF CONSTRUCTION
CONCRETE ROOF TILES (ROOF COVERING TYPE B)ON

38X38mm BATTERN (BATTERNS TO BE C TO C 320mm>
TO MANUFACTURERS SPACING ON 114X38mm RAFTERS,
PREFABRICATED GRD S TIMBER TRUSSES TO
SABS0160 & SABS136 AT 760mm MAX SPACING ON
76X38mm WALL PLATES. ROOF TRUSSES TO BE TIED
WITH 2 X 2.4mm GALVANISED WIRE, 300mm DEEP.
VALLEYS TO BE MITERED WITH GALVANISED

SHEET METAL,WITH FLASHINGS VALLEY

GUTTER UNDERNEATH., RIDGES & HIPS TO COMPRISE
OF STANDARD RIDGE TILE BEDDED WITH NO MOTAR.
ALL TO BE SPECIFIED AND CONFIRMED BY ENGINEER.
9. 100X75mm GUTTERS AND 75¢ DP’S.

CHROMADEK STEEL GUTTERS & DOWN PIPES

10.CEILING BOARD CEILING ON 38X38mm BRANDERING.
DRAINAGE

11.IE'S TO ALL BENDS, JUNCTIONS & CHANGE OF
DIRECTION LAST TO HAVE MARKED GROUND COVERS
12.ALL DRAINS TO COMPLY WITH NBR

RE-SEAL TRAPS TO ALL WASTE FITTINGS
(ACCESSIBLE FOR REPAIR AND MAINTENANCED

14 WASTE PIPES EXCEEDING 6m TO BE VENTED
15.GRADIENT OF DRAINS TO BE 1:60 FALL MINIMUM
TO 1:40 MAXIMUM. INVERT LEVEL TO BE 450mm
16.,ALL TRAPS TO WASTE FITTINGS ON A ONE PIPE
SYSTEM TO BE FITTED WITH VENT VALVE'S
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SP - 110¢ HDP PIPE
WP - 506 WASTE WATER PIPE
ENT - 1100 2 WAY VENT VALVE

WINDOWS AND DOORS
17.STANDARD RESIDENTIAL WINDOW FRAMES.
ALL DOORS & LOCKS TO SPEC.

ELECTRICAL
WATERTIGHT LIGHT ﬂf STOVE 1100mm ISOLATOR

W/TIGHT R/DOWNLIGHTER [> DATA/TV COND. PT
RECESSED D/LIGHTERS ™S DISTRIBUTION BOARD
350mm SINGLE PLUG PT @ 5 amp LIGHT SWITCH
350mm DOUBLE PLUG PT * 1100mm DOUBLE PLUG PT
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SECTION 14 (2A)
AS OWNER/AUTHORISED REPRESENTATIVE
QUANTITY TOTAL 1 TOTAL 5 TOTAL 2 TOTAL 1 TOTAL 1 TOTAL 1 TOTAL 5 ACCEPT THE FOLLOWING CONDITIONS:
THE DESIGNER OF TIMBER ROOF STRUCTURE SHALL SUBMIT
WINDOW AREA 3.15sqm 1.08sqm 0.45sgqm 0.54sqm 0.36sgqm 813 x 2032 MERANTI 813 x 2032 MERANTI A CERTIFICATE TO COUNCIL INDICATING THAT SUCH SYSTEM
HAS BEEN DESIGNED AND ERECTED IN ACCORDANCE WITH
WINDOW FINISH SINGLE CLEAR/AL. FRAME SINGLE CLEAR/AL. FRAME SINGLE CLEAR/AL. FRAME SINGLE CLEAR/AL. FRAME SINGLE OBSCURE/AL. FRAME | HORIZONTAL SLATS SUPPLIED | FLUSH PANEL IN m_mmzwmm_.__mﬁ_mm_z_mz owmmmﬂmﬂomnusz_oz APPROVAL WAS
WINDOW TYPE SL DR 1800 PTT912 PT153 PT96 PT66 WITH FLUSH / OPEN BACK HOLLOW CORE A CLEARANCE CERTIFICATE WILL BE SUBMITTED BY THE
DESIGNER PRIOR TO THE ISSUE OF AN OCCUPANCY
SILL TYPE NO SILL PLASTER SILL PLASTER SILL PLASTER SILL PLASTER SILL CERTIFICATE.
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